
 

PPaaggee  1 of 4       
 

     

TVS Product Specification 
SMBJxx(C)A Transient Voltage Suppresser                          

 WI-SP-MV-24-A0 

FFEEAATTUURREESS  
 IEC 61000-4-2(ESD)±15KV(air),±8KV(contact)  
 600 Watts peak pulse power(tp=10/1000μS)  
 Quick response to surge voltage 
 Low clamping voltage 
 Moisture sensitivity level：Level 1 
 Weight 105 Millgrams (Approximate) 
 Case : Molded plastic, DO-214AA / SMB 

 
Electrical Parameter @ T=25℃ RH = 45%-75% 

Rating Symbol Value units 

Peak pulse power(tp=10/1000us waveform) PPP 600 Watts 
Lead soldering temperature  TL 260(10sec) ℃ 
operating temperature range TJ -55～150 ℃ 
Storage Temperature Range TSTG -55～150 ℃ 

 

PPAARRTT  NNUUMMBBEERR  AANNDD  EELLEECCTTRRIICCAALL  PPAARRAAMMEETTEERR  @@  TT==2255℃℃  RRHH  ==  4455%%--7755%%  

  Peak 

Test Forward

Maximum 

Clamping 
Reverse 

Stand-off 

Voltage 

Breakdown Voltage 

Current
Surge 

Current
Voltage @IPP

Maximum 

Leakage 

Current 

VRWM VBR Min VBR Max IT IFSM VC IPP 
IR@VRW

M 

Marking Code
Part No. 

Volts Volts Volts mA A Volts A μA UNI BI 

SMBJ6.0(C)A 6 6.67 7.37 10 100 10.3 58.3 800 KG AG 

SMBJ6.5(C)A 6.5 7.22 7.98 10 100 11.2 53.6 500 KK AK 

SMBJ7.0(C)A 7 7.78 8.6 1 100 12 50 200 KM AM 

SMBJ7.5(C)A 7.5 8.33 9.21 1 100 12.9 46.5 100 KP AP 

SMBJ8.0(C)A 8 8.89 9.83 1 100 13.6 44.1 50 KR AR 

SMBJ8.5(C)A 8.5 9.44 10.4 1 100 14.4 41.7 10 KT AT 

SMBJ9.0(C)A 9 10 11.1 1 100 15.4 39 5 KV AV 

SMBJ10(C)A 10 11.1 12.3 1 100 17 35.3 5 KX AX 

SMBJ11(C)A 11 12.2 13.5 1 100 18.2 33 5 KZ AZ 

SMBJ12(C)A 12 13.3 14.7 1 100 19.9 30.2 5 LE BE 

SMBJ13(C)A 13 14.4 15.9 1 100 21.5 27.9 5 LG BG 

SMBJ14(C)A 14 15.6 17.2 1 100 23.2 25.9 5 LK BK 

SMBJ15(C)A 15 16.7 18.5 1 100 24.4 24.6 5 LM BM 

SMBJ16(C)A 16 17.8 19.7 1 100 26 23 5 LP BP 

SMBJ17(C)A 17 18.9 20.9 1 100 27.6 21.7 5 LR BR 

SMBJ18(C)A 18 20 22.1 1 100 29.2 20.5 5 LT BT 

SMBJ20(C)A 20 22.2 24.5 1 100 32.4 18.5 5 LV BV 

SMBJ22(C)A 22 24.4 26.9 1 100 35.5 16.9 5 LX BX 

SMBJ24(C)A 24 26.7 29.5 1 100 38.9 15.4 5 LZ BZ 

SMBJ26(C)A 26 28.9 31.9 1 100 42.1 14.3 5 ME CE 
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  Peak 

Test Forward 

Maximum 

Clamping 
Reverse 

Stand-off 

Voltage 

Breakdown Voltage 

Current 
Surge 

Current 
Voltage @IPP

Maximum 

Leakage 

Current 

VRWM VBR Min VBRMax I IFSM VC IPP IR@VRWM 

Marking Code

VRWM Part No. 

Volts Volts Volts mA A Volts A  Volts Volts

SMBJ28(C)A 28 31.1 34.4 1 100 45.4 13.2 5 MG CG 

SMBJ30(C)A 30 33.3 36.8 1 100 48.4 12.4 5 MK CK 

SMBJ33(C)A 33 36.7 40.6 1 100 53.3 11.3 5 MM CM 

SMBJ36(C)A 36 40 44.2 1 100 58.1 10.3 5 MP CP 

SMBJ40(C)A 40 44.4 49.1 1 100 64.5 9.3 5 MR CR 

SMBJ43(C)A 43 47.8 52.8 1 100 69.4 8.6 5 MT CT 

SMBJ45(C)A 45 50 55.3 1 100 72.7 8.3 5 MV CV 

SMBJ48(C)A 48 53.3 58.9 1 100 77.4 7.8 5 MX CX 

SMBJ51(C)A 51 56.7 62.7 1 100 82.4 7.3 5 MZ CZ 

SMBJ54(C)A 54 60 66.3 1 100 87.1 6.9 5 NE DE 

SMBJ58(C)A 58 64.4 71.2 1 100 93.6 6.4 5 NG DG 

SMBJ60(C)A 60 66.7 73.7 1 100 96.8 6.2 5 NK DK 

SMBJ64(C)A 64 71.1 78.6 1 100 103 5.8 5 NM DM 

SMBJ70(C)A 70 77.8 86.6 1 100 113 5.3 5 NP DP 

SMBJ75(C)A 75 83.3 92.1 1 100 121 5 5 NR DR 

SMBJ78(C)A 78 86.7 95.8 1 100 126 4.8 5 NT DT 

SMBJ85(C)A 85 94.4 104 1 100 137 4.4 5 NV DV 

SMBJ90(C)A 90 100 111 1 100 146 4.1 5 NX DX 

SMBJ100(C)A 100 111 123 1 100 162 3.7 5 NZ DZ 

SMBJ110(C)A 110 122 135 1 100 177 3.4 5 PE EE 

SMBJ120(C)A 120 133 147 1 100 193 3.1 5 PG EG 

SMBJ130(C)A 130 144 159 1 100 209 2.9 5 PK EK 

SMBJ150(C)A 150 167 185 1 100 243 2.5 5 PM EM 

SMBJ160(C)A 160 178 197 1 100 259 2.3 5 PP EP 

SMBJ170(C)A 170 189 209 1 100 275 2.2 5 PR ER 

SMBJ180(C)A 180 201 222 1 100 292 2.1 5 PT ET 

SMBJ200(C)A 200 224 247 1 100 324 1.9 5 PX EX 

SMBJ220(C)A 220 246 272 1 100 356 1.7 5 QE FE 

①、VBR  measured after IT  applied for 300uS, IT=square wave pulse  or equivalent 
②、For bi-directional types having VDRM  of 10 volts and less, the ID limit is doubled 
③、Suffix ‘C’ denotes bi-directional devices. Suffix ‘A’ denotes 5% tolerance devices, no suffix denotes 10% tolerance devices. 

PPAARRTT  NNUUMMBBEERRIINNGG  SSYYSSTTEEMM  
SMBJ   xx     C     A   

(1)     (2)    (3)     (4) 
(1) Transient Voltage Suppressor  

(2) Series:5.0... 

(3) Bidirectional polar 

(4) Suffix ‘A’ denotes 5% tolerance devices 
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DDIIMMEENNSSIIOONNSS  AANNDD  MMAARRKKIINNGG  AANNDD  RREECCOOMMMMEENNDDEEDD  SSOOLLDDEERRIINNGG  PPAADD  
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CARTON SIZE(mm) 
OUTLINE 

REEL 
(PCS) 

PER CARTON 
(PCS) 

REEL DIAMETERS
(mm) L W H 

TAPING 3,000 90,000 330 360 360 360 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Remark： 
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